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Come A Long system of steel or hard aluminium alloy consisting 
three major part i.e. Base Mast & Boom. The system provide a 
safe secure anchorage for confined space entry, exit and rescue 
work. The system has completely collapsible and portable for 
advantage of easy transportation 

Ÿ EN Approved
Ÿ Rated load Bearing capacity of winch : 200 Kg
Ÿ Capacity : 1.5 Tonne

All adjustment on key plugs easy to assemble and dismantle 
without any tolls. The system completely collapsible and portable 
for advantage of easy transportation. The entire system corrosion 
resistant.

Product Specifications
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Model:  PH Series Personnel Hoist (Small Chassis)

Model # Length & Type of Hoist Line

PH07R 70' of 3/16" "Technora®" Synthetic Rope

PH07C 70' of 3/16" Stainless Steel Cable

ANSI Z359 SWIVEL 
SNAP HOOK

GEAR COVER

QUICK-RELEASE
BRACKET

QUICK RELEASE
DRIVE HANDLE

WITH SPEEDER KNOB

The Pelsue PH Series Personnel Hoist is designed as a personnel hoisting 
and/or rescue & retrieval device. This specification sheet applies to all Pelsue

PH Series Hoists constructed on the “small” chassis. Below is a table of the Pelsue Hoist Models incorporating the 
“small” chassis and information on the cable/rope size included. The standard end fitting included on all rope or cable 
assemblies is an ANSI Z359 compliant swiveling snap hook. This is the preferred method of connecting to a har-
ness or carabiner, but alternate end fittings are available upon request. Hoists built on medium and large chassis’ are 
also available in order to accommodate longer lengths of rope or cable. The PH Series Personnel Hoist is equipped 
with a standard Pelsue Quick-Release bracket, other adapter brackets can be supplied or added upon request.

Load Capacity:

Pelsue PH Series Hoists are designed and tested as Mechanical Retrieval Devices as defined in OSHA 1910.146 & ANSI 
Z117.1. PH Series Hoists are approved for use with personnel and are intended to facilitate hoisting and/or rescue & 
retrieval operations when required.

Load Capacity........................... 310 LBS. (140 KG)

Gear Ratio................................. 5 to 1

**NOTE - The PH Series use is only intended for use by a “Compe-
tent Person”. Read the Product Manual prior to usage. Ensure that 
all hoisting and rescue equipment conforms to regulations in affect in 
your area.

Rope & Cable Assemblies:
3/16” Stainless Steel Wire Rope:

Minimum Breaking

Strength........... ............ 3500 LBS. (1587 KG)

1/4” Synthetic Rope:
Minimum Breaking
Strength........................ 5500 LBS. (2494 KG)

Weight:
PH07R (Synthetic Rope)...............21 LBS. (9.5 KG)
PH07C (Stainless Steel Cable).....25 LBS. (11.3 KG)
Braking Capabilities:
Primary Double-Function Braking System: PH Series Hoists 
are equipped with a long-life friction-brake system that is sup-
plemented by a positive-locking double-pawl arrangement.

Secondary Braking System: PH Series Hoists are also equipped 
with a centrifugal “overspeed” brake for redundancy. This
feature completely eliminates 
the possibility of “free-wheel-
ing” in the event that the primary 
braking system is disabled.

HANDLE

Ÿ Breaking Load of rope with end connection : 18 KN
Ÿ Breaking Load of Rope provided without end connection : 30.3 KN

Ÿ Type of rope with winch : Polyamide Braided Rope
Ÿ Gear Ratio : 4:1 and 9:1

Ÿ Type of winch : Hand operated manual winch for ascending and 
descending operations.

Winch

Ÿ Principle of working for ascending and descending device/winch : Wrap 
Friction

Ÿ Diameter of Polymide Rope with winch : 10mm
Ÿ Length of the rope with winch : 100 mtr

Ÿ EN, OSHA Approved
Ÿ Material of Ascension Handle : Light Forged Aluminium

Ÿ Bucket Shape with sufficient number of straps to 
hold casualty.

Ÿ CE and EN Approved.
Ÿ Material : Fiber

Ÿ It has Capable of single strap to drag the victim by 
single person along with multiple loops for lifting.

Ÿ It has capable of being lifted to vertical & Horizontal 
up and down

Rescue Stretcher

Ÿ Material: galvanised steel
Ÿ Weight: 0.600 kg
Ÿ Static test: > 15 KN
Ÿ EN 361/358 Approved

Ÿ Fast release buckles

Ÿ Material: polyamide webbing Ø 45 mm

Ÿ 2 point harness (dorsal D ring and frontal webbing loops), with fast 
release buckles and adjustable legs straps

Ÿ Material: stainless steel

Full Body Harness

Model No. Davit-01
MRP: 15,50,000/-`
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